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级别 Level
A:≥500000 
B:≥1000000
C:≥3000000

高度 Height
35:3.5H 

力度 Strength
08:80gf
10:100gf

特殊码 Special Code

TS

类别 Category
E012

选  型 Type Selection

包装方式 Packing

A:袋装 Bagging

Supplied with radial taping.

Round terminals are most suitable for radial 
autoinsertionmounting on the PC board.

开关供给为径向贴纸方式。

通过径向自插机,可向线路板自动插入。

Improved solderability resulting from absence 
of terminalcutout section.

由于没有端子断面,提高了焊接性能。

TS-E012

图  表 Diagram
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适用于电子化的各种音响设备、办公设备、通讯设备、测量仪器、

TV、录像机、汽车等各种操作。
For operating various electronic devices such as audio devices office
equipemt,communication devices,TVvideo recorders, automotive sets,
etc.

特  征 Features 应  用 Applications
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安装图
instructions

电路图
Circuit diagram

安装图
instructions

电路图
Circuit diagram

级别 Level
A:≥500000 
B:≥1000000
C:≥3000000

高度 Height
73:7.3H 

力度 Strength
08:80gf
10:100gf

特殊码 Special Code

TS

类别 Category
E009
E010

选  型 Type Selection

包装方式 Packing

A:袋装 Bagging

Supplied with radial taping.

Round terminals are most suitable for radial 
autoinsertionmounting on the PC board.

开关供给为径向贴纸方式。

通过径向自插机,可向线路板自动插入。

Improved solderability resulting from absence 
of terminalcutout section.

由于没有端子断面,提高了焊接性能。

TS-E009

TS-E010

图  表 Diagram
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适用于电子化的各种音响设备、办公设备、通讯设备、测量仪器、

TV、录像机、汽车等各种操作。
For operating various electronic devices such as audio devices office
equipemt,communication devices,TVvideo recorders, automotive sets,
etc.

特  征 Features 应  用 Applications
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